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»» PTS-234WD

High-performance Tile Array Speaker

Wide Dispersion Planar Speaker

The PTS-234WD consists of a unique wide
dispersion radiating panel which offers a very
well-defined wide dispersion with no hot spots.
The PTS-234WD is a compact ceiling tile
speaker designed to be on its own or be paired
with a variety of music distribution systems
used in industrial and commercial applications.

The PTS-234WD drop-tile ceiling speaker is
very easy to mount in the standard commercial
drop-tile ceilings.

Additional options include an external
HideAway™ amplifier and a PADS™ or TPA
receiver. So whether you are looking for a high-
performance speaker in a hotel, restaurant,
theme park, corporation, school, hospital or
department store for a very controlled wide
dispersion sound field, the exceptional sound
quality from PTS-234WD will be suitable for all
needs within the A/V market.

Applications:

« Applications in hotels, fithess clubs,
restaurants, theme parks, shopping malls,
grocery stores, etc.

Feature & Benefits:

Patent pending wide-depersion panel
Efficient energy consumption

External HideAway™ amplifier option

PADS or TPA receiver option available

CE compliant

Neutral color options for easy decor blending
Standard drop-tile 2’ x 2’ (600mm x 600 mm)

Specifications:

Power Handling: 15 watts (typical)
Frequency Response: 20Hz-20kHz
Sensitivity: 96dB @ 1W/1m

Impedance: 4 ohms

Dimensions (HxWxD): 24" x 24” x 3"
Weight: 7.5 Ibs.

Finish: White, (Black, Silver, etc. custom)
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Folar Resopnse of PTS-234WD @ 2 meters for wide dispersion
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Applications of wide dispersion speaker in commercial environment
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